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Health and Safety 
This product is for industrial use only by trained 
operatives. It  is potentially hazardous if not used 
correctly. Please refer to the Material Safety Data 
Sheet (MSDS) prior to the purchase and use of 
this product. The MSDS can be obtained via our 
website www.xqglobal.com..

Authorized Technical Specialist  
Please note that only X-Calibur Authorized Technical 
Specialists (‘ATSs’) are permitted to change any of the 
information in this data sheet or to provide written 
recommendations concerning the use of this product.   
Visit www.xqglobal.com for a full list of X-Calibur ATSs.

Datasheet Validity 
QED Chemicals Limited makes modifications to its product 
datasheets on a continuous basis. Please check the datasheet 
update section on www.xqglobal.com.net to ensure you
have the latest version. 

Warranties
QED Chemicals Limited supplies products that comply with 
the properties shown on the current datasheets. In the 
unlikely event that products supplied are proved not to 
comply with these properties, then we will replace the 
non-compliant product or refund the purchase price.            
QED Chemicals Limited does not warrant or guarantee 
the installation of the products as it does not have control 
over the installation or end use of the products. Any 
suspected defects must be reported to QED Chemicals Limited 
in writing within five working days of being detected. QED 
Chemicals L imited makes no warranty as to  
merchantability or fitness for a particular purpose 
and this warranty is in lieu of all other warranties 
express or implied. QED Chemicals Limited shall not 
be liable for damages of any sort including remote or  
consequential damages, down time, or delay. 

AntiChloride W is a trademark of X-Calibur International FZC

Limitations
Do not apply at temperatures below 5C. 
Porous surfaces will require a higher coverage rate and 
two applications. 
Do not discard into the water system. 
Apply only on to slabs that have a waterproofing system 
installed in order to prevent blistering due to osmosis. 


